
adhesive tapes
Isotape ® 4638PV3

►Resistant to high temperatures and to
abrasion

►Highly conformable tape

►UL approved and flame-retardant

►Non-corrosive

Value Test norm
Backing Glass cloth

Color white

Adhesive silicone

Adhesion to steel N/25 mm 6.50 ASTM-D1000

UL file # E 315249 UL 510

backing thickness mm 0.125 ASTM-D1000

Total thickness mm 0.190 ASTM-D1000

Breakdown voltage kV ≥3.2 ASTM-D1000

Elongation % 10 ASTM-D1000

Tensile strength N/25 mm 450 ASTM-D1000

Thermal class °C 200 UL 510

Temperature index (TI) °C -73 / +260

General description
The  Isotape®  4638PV3  is  a  5  mils  thick
electrical  grade  glass  cloth  coated  with  a  high
performance silicone  adhesive.  The  adhesive  is
non corrosive and can be applied in all substract
without dammage.

Application
- High temperature coil insulation wrap
- Harness wrapping
- Splicing of silicone coated materials
- Masking operations for epoxy painting
- Other high temperature masking operations

Form of delivery
Length :             33 meters
Widths :             up to 1075 mm
Core (Mandrel): 3 inches in plastic

Shelf life
6 months from the date of delivery

The  product  properties  set  forth  in  this  data  sheet  are  based
on  the  results  of  testing  of  typical  material  produced  by   the
affiliated  companies  of  Von  Roll  Holding  Ltd.  (underneath
referred as Von Roll).  Some variation in  product  properties  is
typical. Comments or suggestions relating to any subject other
than product properties are offered only to call  the end-user's
or  other  person's  attention  to  considerations  which  may  be
relevant  in  the  independent  determination  of  the  use  and/or
manner of use of product. Von Roll does not claim or warrant
that the use of its product will have the results described in this
data  sheet  or  that  the  information  provided  is  complete,
accurate  or  useful.  The  user  should  test  the  product  to
determine its properties and its suitability for the intended use.
Von  Roll  expressly  disclaims  any  liability  for  any  damage,
harm, injury, cost or expense to any person resulting directly or
indirectly  from  that  person's  reliance  on  any  information
contained  in  this  data  sheet.  Nothing  contained  in  this  data
sheet  constitutes  representation  or  warranty  as  to  any  matter
whatsoever. Von Roll makes no warranties whatsoever in this
data  sheet,  expressed  or  implied,  including  any  implied
warranty  or  fitness  for  a  particular  use  or  purpose.  Von  Roll
shall in no event be liable for incidental, exemplary, punitive or
consequential damages.
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